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Могућност примене ПВЦ подних облога је одређена крајњим својствима која зависе од састава облоге и начина производње. Због сложеног састава и различитих начина припреме ПВЦ подних облога, веома је тешко тачно проценити утицај појединачног процесног параметара на својства добијеног производа. У овом раду, проучаван је ефекат различитих процесних параметара (састав ПВЦ смеше, време пењења и температура пењења), на механичка својства ПВЦ подних облога. Утицај различитих улазних променљивих на механичка својства је успешно одређен применом вештачких неуронских мрежа са оптимизованим бројем скривених неурона. Модели Гарсон-а и Yоон-а су примењени за израчунавање и описивање доприноса процесних параметара у вештачкој неуронској мрежи.
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MATHEMATICAL MODELING OF THE INFLUENCE OF THE COMPOSITION AND PROCESSING CONDITIONS OF PVC PLASTISOL ON THE PROPERTIES OF PVC FLOOR COVERING USING ARTIFICIAL NEURAL NETWORK
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The application of PVC floor coverings is strongly connected with their end-use properties which depend on the composition and processing conditions. It is very difficult to estimate the proper influence of production parameters on the characteristics of PVC floor coverings due to their complex composition and various preparation procedures. In this work, the effect of different processing variables (such as time of bowling, temperature of bowling and composition of PVC plastisol) on the mechanical properties of PVC floor coverings is studied. The influence of different input parameters on the mechanical properties was successfully determined using artificial neural network with optimized number of hidden neurons. Garson and Yoon models were applied to calculate and describe variable contributions in artificial neural networks.
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