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Abstract In the case of irradiation of polymeric materials the progress in oxidative degradation depends on absorbed dose, dose rate, exposure environment, energy of irradiation, chemistry of material, and previous state of ageing. Chlorosulfonated polyethylene (CSM) as network precursor is specifically recommended for sheeting of cables in nuclear energetic plants. Elastomers based on CSM are resistant to wear and repeated deformation and have excellent irradiation resistance. The goal of this work was to study gamma irradiation ageing of elastomers based on CSM in combination with different rubbers. The reinforcing filler was nano-silica. The irradiation was performed in the Co60 radiation sterilization unit. The level of ageing was evaluated using the hardness, stress-strain, and swelling measurement. The use of silica nano-particles improved the swelling resistance in toluene after irradiation ageing.
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    U slučaju ozračivanja polimernih materijala napredovanje oksidativne degradacije zavisi od absorbovane doze, brzine zračenja, izloženosti specifičnoj okolini, energiji zračenja, hemijskoj strukturi materijala, kao i prethodnog nivoa starenja. Clorosulfonovani polietilen (CSM) kao prekursor mreže se specifično preporučuje za obloge kablova u postrojenjima nuklearnih elektrana. Elastomeri na osnovu CSM su rezistentni na starenje i ponavljajuće deformacije i imaju odličnu otpornost na dejstvo zračenja. Cilj ovog rada je bio da se ispita starenje elastomera na osnovu CSM u kombinaciji sa različitim kaučucima pri dejstvu gama zračenja. Ojačavajuće punilo su bile nano-čestice silicijum dioksida. Ozračivanje materijala je ostvareno u Co60 instrumentu za sterilizaciju. Nivo starenja nakon zračenja je određivan merenjem tvrdoće, bubrenja i mehaničkih karakteristika. Ustanovljeno je da dodatak nano-čeestica poboljšava otpornosti prema bubrenju u toluenu.
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