Међународни научни скуп Савремени материјали –  Бања Лука.

International Scientific Conference Contemporary Materials – Banja Luka 

UTICAJ ZnO NANOČESTICA NA MEHANIČKA SVOJSTVA HIBRIDNIH FUNKCIONALNIH MATERIJALA NA OSNOVU ALIFATIČNOG POLIURETANA
Dejan Kojić1, Jelena Pavličević1, Milena Špírková2, Ayse Aroguz3,Mirjana Jovičić1, Milena Marinović Cincović5, Jaroslava Budinski-Simendić1
[image: image1.emf]1Univerzitet u Novom Sadu, Tehnološki fakultet, Novi Sad, Srbija, kojic.d@hotmail.com, jpavlicevic@uns.ac.rs, jovicicmirjana@uns.ac.rs, jarkamer@gmail.com.
2Institut za hemiju makromolekula Češke akademije nauke, Prag, Češka Republika, spirkova@imc.cas.cz. 

3Univerzitet u Istanbulu, Tehnički fakultet, Istanbul, Turska, aroguz@istanbul.edu.tr. 
4Univerzitet u Beogradu, Institut za nuklearne nauke „Vinča“, Beograd, Srbija, milena@vin.bg.ac.rs.  

Sažetak: U ovom radu su sintetisani hibridni funkcionalni materijali na osnovu alifatičnog poliuretana i dodatkom različitog udela nanočestica cink(II)oksida (0, 0.5, 1, 2 mas. %). Analiziran je uticaj raspodele i udela nanočestica  na indeks razdvajanja meke i tvrde faze, kao i na mehanička svojstva strukturiranih nanokompozita. Proučavana je zavisnost mehaničkih svojstava od nastajanja dodatnih vodoničnih veza kao fizičkih čvorova, usled prisustva neorganskog punila. Utvrđeno je da prisustvo 0,5 i 2 mas. %  nanočestica cink(II)oksida ima negativan uticaj na mehanička svojstva termoplastičnih segmentiranih poliuretanskih hibridnih materijala (značajno smanjenje prekidne čvrstoće, Jangovog modula elastičnosti i prekidnog izduženja). Hibridni materijal sa 1 mas. % neogranskog punila je imao slične vrednosti mehaničkih karakteristika kao poliuretan bez nanočestica, na osnovu čega se može pretpostaviti da je postignuta homogena raspodela nanočestica u polimernoj matrici.
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INFLUENCE ZnO NANOPARTICLES ON MECHANICAL PROPERTIES ALIPHATIC POLYURETHANES BASED HYBRID FUNCTIONAL MATERIALS

Abstract: In this work a series of aliphatic polyurethane-based hybrid functional materials were prepared by addition of different ZnO nanoparticles content (0.5, 1 and 2 wt. %). The influence of zinc oxide distribution on the phase separation degree and mechanical properties of structured nanocomposites was studied. The dependence of mechanical properties on the formation of additional hydrogen bonds as physical crosslinks due the presence of inorganic fillers was studied. It was found that the addition 0,5 and 2 wt. % of ZnO nanoparticles has negative impact on mechanical properties of thermoplastic segmented polyurethane hybride materials (dramatic decrease tensile strength, Young modulus and elongation at break). The hybrid material containing 1 mas. % inorganic filler showed the same mechanical performances in regard to pristine polyurethane, due the achieved uniform distribution of ZnO nanoparticles in polyurethane matrix.  
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