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Сажетак: У циљу испитивања присуства тешких метала у урбаној атмосферској води, шест главних саобраћајница града Новог Сада са високим интензитетом саобраћаја, одабране су за анализу. Последњих година, након јаких киша ове локације бивају поплављене, а отпадне воде града Новог Сада (индустријске, комуналне и атмосферске воде) се директно испуштају без икаквог хемијског или механичког предтретмана у реку Дунав. Узорци атмосферске воде сакупљани су око шахтова дуж одабраних улица у априлу 2017. године након кишног догађаја који је трајао 2 сата. Узорци атмосферске воде тестирани су на присуство цинка (Zn), бакра (Cu), олова (Pb) и никла (Ni). Концентрације цинка у узорцима биле су изнад границе максимално дозвољених концентрација (МДК) (средња вредност износила је 0,58 мг/Л) за свих шест локација узорковања док су за остале тестиране метале концентрације биле испод МДК. Највиша измерена концентрација цинка износила је 1,21 мг/Л. Све детектоване вредности концентрације цинка биле су испод максимално дозвољене вредности за испуштање отпадних вода у водоток (2 мг/Л).
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АSSESSMENT OF HEAVY METALS (Cu, Pb, Zn and Ni) IN THE STORMWATER RUNOFF FROM THE MAIN  STREETS OF THE CITY OF NOVI SAD
 
Abstract: In order to examinate the presence of heavy metals in urban stormwater runoff, six main streets of Novi Sad city with high traffic intensity were chosen for the analysis. In recent years, after heavy rains these locations are also being flooded and the wastewater of the city of Novi Sad (combined sewage, industrial, municipal and stormwater) is directly discharged without any chemical or mechanical treatment into the Danube River. Samples of stormwater runoff were collected around the storm drains along the selected streets in april 2017. year after a rain event that lasted 2 hours. Stormwater samples were tested for zinc (Zn), copper (Cu) lead (Pb) and nickel (Ni). Concentrations of zinc were above limit of quantification (LOQ) (mean value 0.58 mg/L) for all six sampling locations in the city of Novi Sad, while for other metals, concentrations were under LOQ. The highest measured concentration of zinc was 1.21 mg/L. All detected values of zinc concentration were under the maximum allowable value for wastewater discharge to watercourse (2 mg/L).
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