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Сажетак: У овом раду је испитиван утицај скидања коре кромпира на ефикасност хидролизе субстрата који је претходно обрађен примјеном ултразвука. Претходна обрада ултразвуком је трајала 5 минута на 60 °C. Поступак скидања коре кромпира посматран је као категорички утицај са два нивоа утицаја (неогуљен и огуљен кромпир), у примијењеној методологији факторијалних експеримената. Ефикасност хидролизе је праћена преко количине добијеног шећера у хидролизату. Добијени резултати су оцијењени анализом варијансе и дијагностичким статистичким алатима. Утврђено је да скидање коре са кромпира не утиче значајно на укупну ефикасност хидролизе супстрата, који јe претходно обрађен ултразвуком у траjању 5 минута на температури од 60 °C.

Кључне ријечи: ефикасност хидролизе, факторска анализа, кромпир, биоетанол


ANALYSIS OF THE INFLUENCE OF POTATO PREPARATION ON  HYDROLYSIS PROCESS IN BIOETHANOL PRODUCTION

Abstract: In this paper, the influence of potato peeling on the efficiency of substrate hydrolysis, which was previously treated using ultrasound, was investigated. Pre-sonication lasted 5 minutes at 60 °C. The process of peeling potatoes was observed as a categorical impact with two levels of impact (unpeeled and peeled potatoes), in the applied methodology of factorial experiments. The efficiency of hydrolysis was monitored as the amount of sugar obtained in the hydrolyzate.Hydrolysis efficacy is tracked as the amount of sugar obtained in hydrolysis. The obtained results were evaluated by analysis of variance and diagnostic statistical tools. It was found that the peeling of potatoes does not significantly affect the overall hydrolysis efficiency of the substrate, which was previously sonicated for 5 minutes at a temperature of 60 °C.
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