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Спектроскопска анализа полимерних нанокомпозитних материјала за оптичка помагала
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Сажетак: Очне структуре људског ока поседују различит степен осетљивости на дејство електромагнетног зрачења тако да одређене таласне дужине, као што су то таласне дужине у домену ултраљубичастог (УВ) и високо-енергетског плавог светла, могу проузроковати фотохемијска и фототермална оштећења. У циљу израде филтрирајућег оптичког помагала коришћени су нанокомпозитни материјали на бази поли(метил мeтакрилата) (ПММА) и четири различите концентрације фулерена (C60). Истраживањем су дефинисане разлике дифузне светлости која улази у систем оптичког помагала и излазне светлости из оптичког помагала. Фотометријска и спектроскопска анализа указује на значај концентрације молекула С60 у нанокомпозитном материјалу, односно утицају његове концентрације на оптичка и структурна својства материјала. Показано је да нанокомпозити на бази фулерена поседују одлична филтрирајућа својства у домену УВ и виско-енергетског плавог светла те могу бити коришћени као оптичкa-филтер помагалa.
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Spectroscopic analysis of polymer nanocomposite materials for optical aids
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Abstract: There are different levels of sensitivity of the human eye structures to electromagnetic radiation, and particular wavelengths such as the ones in the range of ultraviolet (UV) and high-energy blue light can cause photochemical and photothermal damage. In order to create a filtering aid nanocomposite materials based on poly (methyl methacrylate) (PMMA) with four different concentrations of fullerene (C60) were used. The research defined the differences between diffused light entering an optical aid and the one leaving it. Photometric and spectroscopic analysis point to the significance of the concentration of C60 molecules in a nanocomposite material and its influence on the optical and structural features of the material. This study concludes that fullerene-based nanocomposite materials have excellent UV and high-energy blue light blocking abilities, so they can be used as UV and blue blocking filters in optical aids.   
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