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Сажетак: Могућност моделирања отпорности бетона према ерозији, избором одговарајућих компонентних материјала, омогућује да се економично обезбиједи виши ниво поузданости конструкција, у складу са захтијеваним условима средине. Истраживањем домаће и свјетске научне јавности показало се да је још увијек недовољно истражен аспект отпорности према свим видовима ерозије, нарочито самоуграђујућих бетона – као једне он новијих технологија бетонских композита. Серијом сопствених експерименталних истраживања, на различитим врстама самоуграђујућих бетона, уочено је да врста примијењеног агрегата има доминантан утицај на предметно својство, а затим, у мањој мјери, и остварена чврстоћа бетона при притиску. Такође, показало се могућим успостављање функционалне зависности показатеља отпорности према хабању брушењем и чврстоће при притиску самоуграђујућих бетона справљених са компонентним материјалима домаћег поријекла.
Кључне ријечи: самоуграђујући бетон, компонентни материјали, експериментално истраживање, отпорност према ерозији, хабање брушењем, чврстоћа при притиску. 
MODELLING THE EROSION RESISTANCE 

OF SELF-COMACTING CONCRETE
Abstract: The possibility of modelling the erosion resistance of concrete, by choosing the appropriate component materials, allows to economically provide a higher level of structure reliability, by the required exposure conditions. Overview of the domestic and international scientific achievements in this field has shown that the aspect of all types of erosion resistance, especially erosion of self-compacting concrete (as one of the newer technologies of concrete composites), is still under-researched. Through a series of own experimental research, on different types of self-compacting concrete, it was observed that the type of applied aggregate has a dominant influence on the analyzed property, and then, to a lesser extent, the achieved compressive strength of the concrete. It was also proved possible to establish the functional dependence of indicators of resistance to wear by grinding and compressive strength of self-compacting concrete made with component materials of domestic origin.
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