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Sažetak: Kataliza i katalizatori igraju primarnu ulogu u savremenoj tehnologiji. Pod katalizom se podrazumeva promena brzine hemijske reakcije pod uticajem supstance koja se hemijski ne menja kao rezultat odigravanja reakcije. Ova supstanca se naziva katalizator. Katalizovana reakcija se odigrava drugim reakcionim putem u odnosu na nekatalizovanu reakciju zahvaljujući učešću upravo katalizatora. Na njegovoj površini dolazi do adsorpcije reaktanata, a zatim i do međusobne reakcije adsorbovanih vrsta. Reakcijom nastaje proizvod koji se desorbuje sa površine, a katalizator je ostao nepromenjen i spreman za novi reakcioni ciklus.  
Bitna informacija za ocenu kvaliteta nekog katalizatora je brzina reakcije u kojoj ovaj učestvuje. Predmet kinetičkih istraživanja je ispitivanje uticaja parametara procesa na brzinu reakcije. Može se slobodno reći da je ispitivanje kinetike reakcije centralni deo reakcionog hemijskog inženjerstva. Zato je proučavanje kinetike realnih heterogenih katalizatora od posebnog značaja, kako u poboljšavanju postojećih tako i u projektovanju novih katalizatora. Ova ispitivanja podrazumevaju određivanje uticaja procesnih parametara, kao što su: vrsta prisutnog katalizatora, temperatura, pritisak, koncentracija reaktanata i produkata na brzinu reakcije. 
U ovom radu vršeno je ispitivanje uticaja mase katalizatora na određenoj temperaturi na konstantu brzine hemijske reakcije esterifikacije oleinske kiseline sa metanolom. Kao katalizator korišćena je mezoporozna silika, amorfna čvrsta materija koja se može dobiti sušenjem hidrogela. Zaključeno je da se sa povećanjem mase katalizatora povećava brzina konstante hemijske reakcije odnosno da raste brzina reakcije esterifikacije. 
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Abstract: Catalysis and catalysts play an important role in modern technology. Catalysis means a change in the rate of a chemical reaction under the influence of a substance that does not change chemically as a result of the reaction. This substance is called a catalyst. The catalyzed reaction proceeds on a different reaction path than the uncatalyzed reaction, thanks to the participation of the catalyst. The reactants are absorbed on the surface of the catalyst, and then a mutual reaction of the adsorbed species occurs. The reaction produces a product that is desorbed from the surface, while the catalyst remains unchanged and ready for a new reaction cycle.
An important piece of information for evaluating the quality of a catalyst is the rate of the reaction in which it participates. The subject of kinetic research is the study of the influence of process parameters on the reaction rate. It is safe to say that the study of reaction kinetics is a central part of chemical reaction engineering. Therefore, the study of the kinetics of real heterogeneous catalysts is of particular importance, both for the improvement of existing catalysts and for the development of new ones. These tests involve determining the influence of process parameters such as the type of catalyst present, temperature, pressure, and concentration of reactants and products on the reaction rate.
 In this work, the influence of the mass of the catalyst at a certain temperature on the rate constant of the chemical reaction of esterification of oleic acid with methanol was studied. The catalyst used was mesoporous silica, an amorphous solid that can be obtained by drying hydrogels. It was found that as the mass of the catalyst increases, the rate of the chemical reaction constant also increases, i.e. the rate of the esterification reaction increases.
Keywords: catalyst, reaction rate constant, kinetic model, temperature


