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Сажетак: Отпадне воде текстилне индустрији имају висок садржај органских материја, високу обојеност, различите минерале и метале, а често и токсичне и канцерогене материје. Од свих боја које се користе у текстилној индустрији, најзаступљеније су азо боје. Азо боје су по структури сложена једињења и њихово уклањање из отпадних вода није једноставно. У овом раду електрооксидација и електро-Фентон процес, као једни од најефикаснијих електрохемијских напредних оксидацијских процеса за уклањања органских загађивача у отпадним водама, кориштени су за третман синтетске отпадне воде која садржи „Bemacid Red“ боју као загађивач. Испитано је неколико процесних параметара који утичу на ефикасност настанка OH. и разградњу боје. Као катодни материјал кориштен је нерђајући челик (SS), а кориштене аноде су од мијешаних металних оксида (ММО) - Ru мијешани оксид (титанијумски супстрат превучен са 6g Ru/m2) и Ru-Ir мијешани оксид (титанијум супстрат превучен са 6g Ru-Ir/m2). Резултати су пoказали да  је електродни пар Ru:SS ефикаснији у у односу на пар Ru-Ir:SS, као и да је електро-Фентон процес ефикаснији у поређењу са електрооксидацијом. 
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REMOVAL OF AZO DYES FROM TEXTILE INDUSTRY WASTEWATER USING ELECTROOXIDATION AND ELECTRO-FENTON PROCESSES
Abstract: Wastewaters from the textile industry have a high content of organic matter, high coloration, various minerals and metals, and often toxic and carcinogenic substances. Azo dyes are the most common used dyes in the textile industry. Due to their complex structure, the removal of azo dyes from wastewater is challenging. In this study, electrooxidation and the electro-Fenton process, as one of the most effective Electrochemical Advanced Oxidation Processes (EAOPs) for the removal of organic pollutants in wastewater, were used for the treatment of synthetic wastewater containing "Bemacid Red" dye as a pollutant. Several process parameters affecting the efficiency of OH. formation and dye degradation were examined. Stainless steel (SS) was used as the cathode material, and the anodes used were mixed metal oxides (MMO) - Ru mixed oxide (titanium substrate coated with 6g Ru/m2) and Ru-Ir mixed oxide (titanium substrate coated with 6g Ru- Ir/m2). The results showed that the Ru:SS electrode pair is more efficient comapred to  the Ru-Ir:SS pair, and that the electro-Fenton process is more efficient compared to electrooxidation.
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